
6"ÿx6'-0" (152X1829 mm)
TREATED WOOD POST

2x8 (51X203 mm)
TREATED PLANK

(457 mm)

WOOD GUARD

10'-0"ÿ (3048 mm) TANK

6"ÿx 4'-0" (152x1219 mm)
TREATED WOOD POST FOR

20'-0"ÿ (6096 mm)

INLET

TOP VIEW

ELEVATION-TANK INSTALLATION

CATTLEGUARD DETAIL

RETAINER DETAIL
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DRAIN PLUG

WOOD GUARD PIPE THREADED ADAPTER TO 3/4"(19 mm) HOSE BIB

3/4"ÿx4"(19x102 mm) THREADED NIPPLE

3/4"(19 mm)ÿx90∞ ELBOW

1"(25 mm) 3/4"(19 mm)
FLOAT

(152x1219 mm)
TREATED WOOD POST

LAG BOLTS

TREATED PLANK

LOCK NUT &
RUBBER SEAL

2'-6"

6"
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15'-0"(4572 mm) 1'-0"

REDUCER-
ADAPTER

1 1/2"(38
mm) PVC 

1"(25 mm)

1"(25 mm) GALV. PIPE

1 CU.FT.(.028m )
3/4"(19 mm) MIN.
1 1/2"(38 mm) MAX.

CURB STOP
& WASTE

1 1/2"(38 mm) GRAVEL

(51x152 mm)

COUNTERSINK W/LARGE
FLAT WASHER

TOP VIEW

(51x152 mm)

WOOD POST

6"ÿx6'-0"(152x1829 mm)

ELEVATION VIEW

TREATED PLANK

TREATED WOOD
POST, 6"ÿx4'-0"

3/8"x6" (10x152 mm)
LAG BOLTS,

6"
3"

1 1/4"

FULL THREADED 
ROD W/NUT AND
WASHER, BOTH
ENDS

3/4"(19 mm) TO

2x8 (51x203 mm)

2x8 (51x203 mm)

NOTE:
THE METRIC CONVERSIONS ARE PROVIDED IN
PARENTHESIS FOLLOWING THE ENGLISH UNITS.
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GRAVEL BASE

GRAVEL RETAINER

FOR CATTLEGUARD (3 REQ'D)

1'-6"

2x6 (51x152 mm)

2x6 (51x152 mm)

GRAVEL RETAINER (3 REQ'D)

(152x1219 mm)

4 IN EACH PLANK

GRAVEL RETAINER

GRAVEL RETAINER

6"ÿx4'-0"

(762 mm)
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GRAVEL

PIPE

GALV. PIPE
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(3 REQ'D)


